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Pneumatic Stapler 9X-WP130
for staples type WP from 75-130 mm (3” - 5-1/8”)
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European Technical Assesment
for staples as wood connecting fasteners

ETA-16/0101

1,8 x 2,08 mm (0.07 x 0.08 in.)

120 (4-3/4")
130 (5-18) E

‘‘‘‘‘

Recommended by:

G GUTEX'
HOMATHERM®

der evolutionare dammstoff

([

INTHERMO

Systemlosungen fir den Hausbau

STEICO

natiirlich besser ddmmen

Standard equipment:

- Single shot trigger with safety device
\ - Depth adjustment

4 . Exhaust silencer

| « Strong magazine

Technical details

Weight: 5,8 kg (12.76 Ib.)

Operating pressure: 5 - 8 bar (72-116 psi.)
Air requirement:

approx. 2,9 1 (0.64 gal.) / staple

LxBxH: 400 x 132 x 396 mm o No mar tip
(15.75x5.2x15.6in.) « Lock-out safety device
« High power
« In a metal case
Applications: No mar t°
Insulation panels, insulation panels from quick and easy loading of the top load magazine,
Cellulose, iood wool slabs, balanced weight distribution and ergonomic design for
multi-layer plates, soft fiber insulating, fatigue-poor work, the short magazine enables working
OCK WOOI Insulation panels, ¢ CCessible places, liIke corners or slanti i
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