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PREBENA

Finish Nailer 2P-J50SDS
for brads type J from 16 - 50 mm (5/8” - 2”’)

05,
i
)

S
o=
83
5
~ |

16 (5/8")
~19 (3/4)
_25(1")

730 (1-3/16")
32 (1-1/4")
~35(1-3/8")
40 (1-9/16")

type J

1,0x1,25 mm
(0.041 x 0.049 in.)

45 (1-3/4”)
_50(2)

onTyp: 2P~J50SDS aé o

Py
Seomaana ——J16-J50 Toeri00ms CEV.

Technical details: Standard equipment:

Weight: 1,25 kg (2.756 Ib.) - Safety device
Operating pressure: 5 - 7 bar (72 - 100 psi.) - Side load magazine
Air requirement: 0,751 (0.154 gal.) /brad * Exhaust silencer

LxWxH: 235 x 57,5 x 232 mm (9.25 x 2.26 x 9.13 in.) * No recoil
= Adjustable exhaust

Applications: - In a plastic case

Decorative mouldings, picture frame
assembly, hardwood trim, glazing
beads, joinery manufacturing,
furniture manufacturing, etc.

PREBENA Wilfried Bornemann GmbH & Co. KG

Seestralle 20-26 - D-63679 Schotten
Tel.: 0049 6044 /9601-0 + Fax: 0049 6044 /9601-820 - info@prebena.de




